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Create User WPT using Lat/Long

1. LgKb (Large Knob) to USR location, SmKb CW to page 1
2. CRSR (Cursor)  Press CRSR Btn (Cursor ON).

3. Sm/LgKb (Small/Large Knob) spells WPT (Way Point) Name.

4. LgKb:CW (clockwise)  Sel.(Select) User Pos L/L position.

5. Press ENT (ENTER) Btn
6. Sm/LgKb defines Latitude, ENT Btn accepts
7. Sm/LgKb defines Longitude, ENT Btn accepts
8. CRSR Off Accepts Lat/Long entry.

Delete a User Waypoint WPT
1. LgKb CW to OTH location, CRSR ON

2. LgKb CW to WPT, Press >CLR Btn, ENT to Delete

3. CRSR Off
Create Flight Plan
Initial Setup
1. CRSR: Sel. Curson off
1.
CRSR: Off

2. LgKb:  Sel. FPL.
2.
LgKb:  Sel. NAV

3. SmKb:  Sel. FPL #
3.
SmKb:  Sel Map

4. CRSR:  Sel. Curson On
4.
CRSR: On

5. SmKb:  Sel. chara.
5.
LgKb:  Sel Menu#

6. LgKb:  Sel. chara. Pos.
6.
CRSR:  Off

7. ENT:  Accept data entered.

8. ENT:  View data.

9. ENT:  Next leg

Activate Flight Plan

1. CRSR:  Select Cursor Off

2. LgKb:  Select FPL location
3. SmKb:  Select FPL #.

4. CRSR:  Select Cursor on mode Use?

5. ENT: Copies FPL# to FPL 0

1
Insert WPT

1. CRSR:  Select FPL mode

2. SmKb:  Select FPL page #

3. CRSR:  Select FPL area (upper rt)

4. LgKb:  Select FPL leg to insert new WPT before

5. SmKb:  Select chara of new WPT

6. LgKb:  Select chara position

7. ENT:  Inserts new WPT in FPL

8. ENT:  Views WPT info

9. ENT:  Accepts

10. CRSR: Select mode

Copy F0 to FPL #

1 CRSR:  Select cursor off

2 LgKb:  Select FPL #

3 SmKb:  Select empty FPL page

4 CRSR:  Select 1st blank entry

5 LgKb:  CCW to Copy FPL
6 ENT

Nav Map Scale
1. CRSR:Select off

2. LgKb:  Select Nav

3. SmKb:  Select Nav 4 (Map)

4. ObsBtn:  Click for leg

5. CRSR:  On Menu?

6. SmKb:  Select Dist value

7. CRSR:  Off

Direct To

1. DTO Btn

2. SmKb: Sel 1st chara,

1. LgKb: Sel chara posit.

2. ENT

3.

Nearest - View
1. NRST Btn

2. LgKb: CW to Sel APT,VOR,NDB,INT, USR, SUA, FSS,CTR.

3. ENT, CRSR On, Sm/LgKb spells name, CRSR Off
4. Can use Direct To here, then ENT

Approach-Loading
1. Create a FPL

2. Lgkb CCW to Apt

3. Smkb CW to page 8 and select approach.

4. CRSR On and LgKb CW to select app.

5. ENTER

6. LgKb CW to select IAF

7. ENTER

Inverting a Flight Plan
1. Create a FPL in locations 1-25.

2. LgKb CW to folder FPL

3. SmKb CW to select FPL number

4. Push Cursor for On and LgKb to select USE / USE INVERT

5. LgKb to underline USE INVERT

6. ENTER accepts

Mark Present Position
1. LgKb CW to Nav location.  SmKb CW to page 2

2. ENT. (Save WPT at Lat/Long)

3. Sm/LgKb spells name.  ENT

OBS Operation(View Nav page 4)
Note: For GPS to set OBS, disconnect CDI from GPS(External Nav/GPS Btn must read NAV).  Can be used to display inbound track to user defined WPT.  Can be used in current FPL.

1. Push OBS Btn.  CRSR ON, LgKb to underline OBS reading.
2. SmKb CW to set OBS heading to intercept.

3. Reposition cursor under zoom distance (LgKb CW to dist)

4. SmKb used to zoom Nav display in and out

5. Push OBS again to disengauge.

4
Edit FPL

1.
CRSR: Select off

2. SmKb: Select FPL page #

3. CRSR: Select Cursor on

4. LgKb:  Select leg to edit

5. SmKb:  Select change.

6. LgKb:  Select chara. Position

7. ENT:  Select leg entry

8. ENT:  View leg data

9. CRSR: Select Use?

10. ENT:  Accepts FPL

View FPL
View FPL Dist/ETE/UTC/DTK

1. CRSR:  Select off
1. CRSR: Off

2. LgKb:  Select FPL
2. LgKb:  Sel. FPL page

3. SmKb:  Select FPL page #
3. SmKb:  Sel. FPL#

4. CRSR:  Select Use?
4. CRSR: On

5. LgKb:  Select each leg
5. >CLR: Sel Dist/Ete/Utc/Dtk

6. CRSR:  Select Mode off
6. CRSR: Off

Delete FPL

1. CRSR:  Select Off

2. LgKb:  Select FPL

3. SmKb:  Select FPL page #

4. >CLR:  Selects Delete FPL?

5. ENT to delete
Delete WPT in FPL
1. CRSR:  Select cursor off

2. LgKb:  Select FPL

3. SmKb:  Select FPL page #

4. CRSR:  Select Use?
5. LgKb:  Select WPT/leg to delete

6. >Cur:  Select Delete Leg

7. ENT
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Offset Distance Display
1. LgKb to NAV position

2. Display Nav page1 and push Cursor On (underline CDI)

3. Push CLR Btn (change to “Fly R/L   offset dist)

4. Push CLR Btn again (Display CDI Scale  SmKb for 5, 1, 30nm)

5. Note: CLR Btn toggles Offset Dist., CDI Scale & CDI indicator

Present Position Display
1. LgKb to Nav location

2. SmKb CW to page 2.  Push CRSR (Cursor ON).  Push CLR to toggle display Lat/Long or Dist from user defined WPT. (Ref:)

For Ref: (Dist. From WPT) Cursor On

1. LgKb CW to Ref: Lg/SmKb to enter WPT

2. ENTER, ENTER (Displays bearing & Dist. From WPT)

3. Cursor Off

Map Orientation
1. LgKb to Nav Location

2. SmKb CW to page 4, and Cursor “On”

3. LgKb CW to underling Menu

4. ENTER then LgKb CW to position 4

5. SmKb toselect N  ,TDK  , TK  , Cursor Off

Airport Information - View
1. LgKb CW to APT location. Sm/LgKb to spell name

2. SmKb CW to scroll page information

Pages View:
Pg 1 – Name, Elevation                Pg 2.  Lat/Long, Direction/Dist to
Pg 3   UTC Time convert, Fuel     Pg 4  Runways
Pg 5  Frequencies                          Pg 6 Remarks
Pg 7  SIDS/STARS                       Pg 8  Approaches
5
7

8
Simulator Use

Note:  Push/Pull Smkb, double click SmKb

1. LgKb CW to “SET” CRSR On (Display  or SET Init. Pos)

2. LgKb CW for Lat, Sm/LgKb: Sets Lat

3. LgKb CW for Long, Sm/LgKb: Sets Long

4. LgKb:CW  Select Speed, SmKb set speed number

5. Click > to increase speed by 1

6. Click and hold >. Enter key for rapid increase

7. Click < to decrease speed by 1

8. Click and hold <. Enter key for rapid decrease

9. ENT:  To accept speed

10. SmKb:  Selects heading

11. Rapid increase/decrease see 7 & 8

12. ENT:  Accepts heading

13. ENT:  Selects OK?

Note:  Computer Enter Key accelerates any Selection
Simulator- Flying

1. Enter FPL0 Wpts

2. CRSR: Off

3. LgKb:  Sel. SET

4. Enter INIT. POS, Speed, & heading

5. CRSR: Off

6. LgKb:  Sel. NAV

7. SmKb: Sel map

8. OBS: Sel. Leg/Hdg

9. If Sel Hdg, can adj while viewing map

10. Can zoom and adj. Heading while viewing map

Simulator – Zoom in/out

1. CRSR: Off

2. LgKb: Sel. NAV

3. SmKb: Sel. Map page 8

4. CRSR: On

5. LgKb: Sel. Menu

6. SmKb: to select Zoom dist.  CRSR off ,LgKb for other folders

7. With CRSR On, can adj. Heading & Zoom and view map
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